PCB MOUNT SCREW TYPE
TERMINAL BLOCK

Short Form Catalog
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TERMINAL BLOCKS

PCB Screw Type

KF300-5.0 MATERIAL Px5.0
Pitch: 5.0mm

Poles: 2P, 3P .> A

Screws: M3, Steel, Zinc plated

Wire guard: phosphor bronze., Ni plated i
or stainless steel ke

Pin header: Brass, Tin plated

Housing: PBT. UL94V -0

byl ] i | | | 1

Rated voltage: 300V Woiriel o N
Rated current: 16A iy _}_q/j

Withstanding voltage:AC2000V/1 Min S

Wire range: 22-14 AWG 1.00

F

T i

MECHANICAL

Temp range: -30C-~+120T §1¢
MAX soldering: + 250°C for 5 sec.
Tarque: 0.4 Nm (3.5 |b.in)

Strip length: 4.5-5mm

KF300R-5.0 MIATEREA Px5.0

Pitch: 5.0mm

Paoles: 2P, 3P

Screws: M3, Steel. Zinc plated

Wire guard: phosphor bronze. Ni plated
or stainless steal

Pin header; Brass. Tin plated

Housing: PBT. UL94V -0

ELECTRICAL

Rated voltage: 300V
Rated current; 16A

Withstanding voltage: AC2000V/1Min 3.60
Wire range: 22-14 AWG

12.50

1.00

MECHANICAL

Temp range: -30T~+120T

MAX soldering: + 250°C for 5 sec.
Taorque: 0.5 Nm (4.41b.in)

Strip length: 4.5-5mm

KF301-5.0 WATERIAL -

Pitch: 5.0mm

Poles: 2P, 3P

Screws: M2.5. Steel. Zinc plated

Wire guard: phosphor bronze.. Ni plated
or stainless steal

Pin header: Brass. Tin plated

Housing: PBT. UL94V - 0

ELECTRICAL

Rated voltage: 300V

Rated current: 164

Withstanding voltage: AC2000V/1Min X
Wire range: 22-14 AWG 450

10,00

370

5.0

MECHANICAL

¥
Temp range: —30T-+1207C d
MAX soldering; + 2507 for 5 sec. i 770 o
Torque: 0.4 Nm (3.5 Ib.in)
Strip length: 4.5-5mm

J— @1.00
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TERMINAL BLOCKS

PCB Screw Type

KF301R-5.0 MATERIAL e

Pitch: 5.0mm

Poles: 2P, 3P

Screws: M2.5, Steel, Zinc plated

Wire guard: phosphor bronze, Ni plal
or stainless steel

Pin header: Brass. Tin plated

Housing: PBT. UL94V -0

ELECTRICAL

Rated voltage: 300V

Rated current: 16A

Withstanding voltage: AC2000V/1Min
Wire range: 22-14 AWG

10.00

MECHANICAL

Temp range: -30C-+120TC

MAX saldering: + 250°C for 5 sec.
Torque: 0.4 Nm (3.5 Ib.in)

Strip length: 4.5-5mm

KF330-5-00 MATERIAL . _P"‘5'|:! _
Pitch: 5.0mm

Poles: 2P, 3P

Screws: M2.5, Steel, Zinc plated
Wire cage: Brass. Niplated

Pin header: Brass. Tin plated
Housing: PET. UL94V -0

ELECTRICAL

Rated voltage: 300V

Rated current: 15A ‘
Withstanding voltage: AC2000W/1Min @_%_ |

Wire range: 22-12 AWG W 5.0

2
e 1
| 4.20

MECHANICAL

Temp range: -30C-+120C

MAX soldering: + 250°C for 5 sec.
Torgue: 0.4 Nm (3.5 Ib.in)

Strip length: 4.5-5mm

KF127-5.0/5.08 MATERIAL .
Pitch: 5.00/5.08mm Nx5.08
Poles: 2P, 3P

Screws: M2.5, Steel. Zinc plated

Wire cage: Steel Zinc plated or Brass
Mi plated

Pin header: Brass. Tin plated | (L |

Housing: PABB. ULB4Y — 0 — | | —
ELECTRICAL ‘— J—

\
-~

&
o

Rated voltage: 300V T
Rated currant: 104 L 2
Withstanding voltage: AC2000V/1Min 5.0 :
Wire range: 26—-16 AWG Wy 808 A m.

MECHANICAL

Temp range: -40C-+105C

MAX soldering: + 250 for 5 sec.
Torgue: 0.4 Nm (3.51b.in)

Strip length: 4-5mm
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TERMINAL BLOCKS

PCB Screw Type

KF127R-5.0/5.08 s Nx5.0

Pitch: 5.00/5.08mm Mx5.08

Poles: 2P, 3P

Screws: M2.5, Steel, Zinc plated

Wire cage: Steel Zinc plated or Brass 5.0
Ni plated 508 |

Pin header: Brass. Tin plated |

Housing: PAGE. UL34V -0

ELECTRICAL

Rated voltage: 300V

Rated current: 10A

Withstanding voltage: AC2000V/1Min
Wire range: 26-16 AWG

10.00

0.6x0.9

MECHANICAL

Temp range: -40T~+105T

MAX soldering: + 250°C for 5 sec.
Torque: 0.4 Nm (3.5lb.in)

Strip length: 4-5mm

KF127S-5.0/5.08 kil i

Pitch: 5.0/5.08mm
Poles: 2P-24P PEE LY
Screw: M2.5, Steel. Zine plated \ [
Wire cage:Brass. Tin plated || O | RN |
Pin header: Brass. Ni plated
Housing: PABE. UL94V - O

11.0

5 5 I
ELECTRICAL ;

6.0
Rated voltage: 300V 1.0 . |u ||E 050 |

Rated current: 124 50 ] 12.0
Withstanding voltage: AC2000V/1 Min 5.08
Wire range: 26-16 AWG

MECHANICAL

Temperature range: -40T~+105TC
MAX soldering: + 250°C for 5 sec.
Torgue: 0.4Nm (3.51b.in)

Strip length: 7mm

KF127SF-5.08 MATERAL

Piteh: 5.08mm (P-1)x5.08+6.08
Poles: 2P-24P I

Screws: M2.5, Steel. zinc plated =TT ]
Pin header: Brass. Tin plated EI E IEIJ E_E_
Wire cage:Brass., Ni plated

Housing: PAGE. ULS4V — 0 ooog EEIEEEI oo

ELECTRICAL m I 7
Rated voltage: 300V 1.0

Rated current: 104
Withstanding voltage: AC2000%/1Min
Wire range: 26-16 AWG

MECHANICAL

Temp range: —40C-+1067C

MAX soldering: + 250°C for 5 sec.
Torgue: 0.4 Nm (3.5 |b.in)

Strip length: ¥mim
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TERMINAL BLOCKS

PCB Screw Type

MATERIAL B
KF128-5.0/5.08/7.5/7.62 ~ Mm=ma . o
Poles: 2P, 3P 3

Screw: M2.5, Steel, Zinc plated or Brass L

Wire cage:Steel Zinc plated or Brass
Ni plated

Pin header: Brass, Tin plated

Housing: PAGE. UL24V -0

ELECTRICAL D E:
Rated voltage: 300V | 1
Rated current: 10A

Withstanding voltage:AC2000V/1Min

Wire range: 22-12 AWG

14.10

1_
iy,
2=
4.20
EE

7.5

MECHANICAL

Temperature range: —40C-+105C
MAX soldering: + 250°C for 5 sec.
Torque: 0.4 Nm (3.5 Ib.in)

Strip length: 6-7mm

KF128R-5.0/5.08/7.5/7.62 i

Pitch: 5.0/5.087.5/7. 62mm 5.0 g
Poles: 2P, 3P 508 1.0/ F Tt
Screw: M2.5, Steel, Zinc plated 7.5 o 150 5
Wire cage:Steel Zinc plated or Brass = = = T

Ni plated

Pin header: Brass., Tin plated
Housing: PABE. UL94V -0

ELECTRICAL

Rated voltage: 300V
Rated current: 10A

Withstanding voltage:AG2000V/1 Min F:f;c?
Wire range: 24-12 AWG Px7. B2
MECHANICAL
Temperature range: —40T~+105C
MAX soldering: + 250°C for 5 sec.
Torgue: 0.4 Nm (3.5 Ib.in)
Strip length: 6=7mm
KF128L-5.0/5.08 itleioas

=9.U/9. Pitch: 5.0/5.08mm Lt

Pales: 2P, 3P MNx5.08

Screw: M2.5, Steel. Zinc plated
Wire cage:Steel Zinc plated or Brass
Ni plated
Pin header: Brass. Tin plated
Housing: PABG. ULS4Y -0 T ]
I

ililE
Rated voltage: 300V

Rated current; 10A

14.00

Withstanding voltage: AC2000V/1 Min

Wire range: 24-12 AWG 50 | o ,}m
5.08 ] |

MECHANICAL ! -

Temperature range: —-40'C-+105C
MAX soldering: + 250°C for 5 sec.
Taorgue: 0.4 Nm (3.5 [b.in)

Strip length: B-7mm
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TERMINAL BLOCKS

PCB Screw Type

Mx5.0
MATERIAL Nl

KF128H'50/508 Pitch: 5.0/5.08Bmm [ l ,'r_-_%_?

Poles: 2P, 3P

Screw: M2.5, Steel, Zinc plated

‘Wire cage:Steel Zinc plated or Brass
Mi plated

Pin header: Brass. Tin plated ! f f
Housing: PAGE. UL94V -0 | D

ELECTRICAL

4
Rated voltage: 300V
Rated current: 10A
Withstanding voltage: AC2000V/1Min
Wire range: 24-12 AWG L

MECHANICAL

'
Temperature range: —-40'C-+105TC | | g || oso 1,60

MAX soldering: + 250°C for 5 sec. || 50 )} o=t s i =
Torgue: 0.4 Nm (3.5 |b.in) 5.08 5 :

Strip length: 6-7mm L 12.80

KF128HH-5.0/5.08 s R —

Pitch: 5.0/5.08mm |-

Poles: 2P, 3P

Screw: M2.5, Steel, Zinc plated

Wire cage:Steel Zinc plated or Brass —_—
Ni plated | |

Pin header: Brass, Tin plated |

Housing: PABE. ULI4V -0

ELECTRICAL ' E C
o

Rated voltage: 300V
Rated current: 10A ,
Withstanding voltage:AC2000V/1Min L Lhd |
Wire range: 24-12 AWG o I o

MECHANICAL L
Temperature range: -40C~+105C ‘ [
MAX soldering: + 250°C for 5 sec. = e
Torque: 0.4 Nm (3.5 |b.in) | | 50 | l = _H_ﬂ-SD 1651
Strip length: 6-7mm 08 Lo P A
MATERIAL
KF128A-5.0/5.08 Pitch: 5.0/5.08mm el
Poles: 2P, 3P 1

Screw: M2.5. Steel. Zinc plated
Wire cage:Steel Zinc plated or Brass
Ni plated

Pin header; Brass. Tin plated
Housing: PAGE. UL94V - 0 ]L_’[ e
ELECTRICAL ] &
Rated voltage: 300Y 2
Rated current: 104 A -
Withstanding voltage: AC2000V/ Min If
Wire range: 24-12 AWG 50

2.50
MECHANICAL EH LE]

Temperature range: —40C~+105C
MAX soldering: + 2507C for 5 sec.
Torque: 0.4 Nm (3.5 Ib.in)

Strip length: 6-7mm

L 50
5.08
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TERMINAL BLOCKS

PCB Screw Type

MATERIAL

KF128B-5.0/5.08 : e
- - Pitch: 5.0/5.08mm [ Nx5.08 |

Poles: 2P, 3P Vj—|?'|” — - }ﬁ, 1
Screw: M2.5, Steel, Zinc plated [ KT
Wire cage:Steal Zinc plated or Brass M Jo

Ni plated . ' i1 |
Pin header: Brass, Tin plated [‘—" FI_ | 1 !
Housing: PABE. UL94V - D g |

[ 1250 = 1T p 1 E
ELECTRICAL e _ ] | |
Rated voltage: 300V O = | (
Rated current: 104 . 3| [ v
Withstanding voltage: AC2000V/1Min I o] ({1 Rl 1
Wire range: 24-12 AWG 0. | *fa.‘ L : Hb
2.50] = | 1.60
MECHANICAL eI RITT ll-
Temperature range: —40C-+105T 50| S |
MAX soldering: + 250°C for 5 sec. 500 : g
Torgue: 0.4 Nm (3.5 Ib.in)
Strip length: 6-7mm
MATERIAL
KF128AA-5.0/5.08 ! Pusio

Pitch: 5.0/5.08Bmm [ PxEDE

Poles: 2P, 3P e

!
Iy
Screw: M2.5. Steel, Zinc plated §
Wire cage:Steel Zinc plated or Brass

Mi Dlﬂtﬂd --| " r "-r . | e
Pin header: Brass, Tin plated 250 | -|
Housing: PAG6. UL94V - 0 =l . ] )
ELECTRICAL J
Rated voltage: 300V M

Rated current: 10A

Withstanding voltage: AC2000V/1 Min
Wire range: 24-12 AWG |_| |_| |_|

250 ITT
MECHANICAL o | | | |”| |.,| t 3] u.m_E_ 5 31:-1 .55:
Temperature range: 40T -+105T 50 pop 5
MAX soldering: + 250 for 5 sec. 5.08
Torque: 0.4 Nm (3.5 Ib.in)
Strip length: 6-7mm

36.40

25.60

s tq
I Tl _15-—
| il

KF128BB-5.0/5.08 MATERIAL rr
Pitch: 5.0/5.08mm Px5.08
Poles: 2P, 3P | )
Screw: M2.5. Steel. Zinc plated o

Wire cage:Steel Zinc plated or Brass = . ¥ -

Ni plated i | [t
Pin header: Brass. Tin plated l ] — | i1
254 =

-_,_
ik
R A

Housing: PAGE. UL94V -0

ELECTRICAL
Rated voltage: 300V Dﬂﬂ L]
Rated current: 10A

Withstanding voltage:AC2000V/1Min
Wire range: 24-12 AWG _—I_ﬂ_ﬂ_

MECHANICAL 2. | | | | | ﬂ 0.80 1.65
A UL U= :

Temperature range: ~40C-+105T o] “obg

MAX soldering: + 250C for 5 sec.

Torque: 0.4 Nm (3.5 Ib.in)

Strip length: 6=7mm

36.40

t
i

25.60
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TERMINAL BLOCKS

PCB Screw Type

MATERIAL
- Px5.0
KF128A3-5.0/5.08 bl N T
Poles: 2P, 3P |
Screw: M2.5, Steel., Zinc plated |
Wire cage:Steel Zinc plated or Brass |
Ni plated ' | |
Pin header: Brass. Tin plated | 3553 —
Housing: PAGE. UL24V -0 : ] [
ELECTRICAL ﬂ]} l" ]1 =
Rated voltage: 300V = EH
Rated current; 104 1
Withstanding voltage:AC2000V/1Min | | m |
Wire range: 24-12 AWG == i
Gl Al st
MECHANICAL 2. 5]: ] }Elgo bt
Temperature range: -40T-+105C T R

MAX soldering: + 2507C for 5 sec.
Taorgue: 0.4 Nm (3.5 Ib.in)
Strip length: 6-7mm

KF103-5.0 ot
Pitch: 5.0mm
Poles: 2P. 3P Px5.0
Screw: M2.5, Steel, Zinc plated or Brass
Wire cage:Steel Zinc plated or Brass

Mi plated
Pin header. Brass. Tin plated l L J _J
Housing: PAGE. UL94V - 0 | |

ELECTRICAL B
Rated voltage: 300V H H
Rated current: 10A :

Withstanding voltage:AC2000V/1Min §] uiu -U-W-U-

Wire range: 22-12 AWG

MECHANICAL

Temperature range: —40TC~+105T
MAX soldering: + 250°C for 5 sec.
Torgue: 0.4 Nm (3.5 |b.in)

Strip length: 6-7mm

KF104-5.08 T

Poles: 2P, 3P
Screw: M2.5, Steel, Zinc plated or Brass
Wire cage:Steel Zinc plated or Brass
Ni plated
Pin header: Brass. Tin plated
Housing: PAGE. UL94V - 0

ELECTRICAL

Rated voltage: 300V

Rated current: 104

Withstanding voltage: AC2000V/1Min
Wira range: 22-12 AWG

21.95

MECHANICAL

Temperature range; -40T~+105C
MAX saldering: + 250°C for 5 sec.
Torque: 0.4 Nm (3.5 [b.in)

Strip length: 6-7mm
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