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DT-26 DT-38 
Description: 
 
●Low Cost ●Electrical Equipment 
●KHz Frequency ●Hand-Held Equipment 
●Tight Tolerance ●Watch Crystal 
●Miniature Package  
 
 
 

Performance Characteristics 
Parameter DT-26 DT-38 

Frequency Range                F0 
32.768KHz 

30.720KHz~200.000KHz 
32.768KHz 

30.720KHz~200.000KHz 
Mode of Vibration Fundamental 
Resonance Resistance           Rr 40KΩ Max 30KΩ Max 

Frequency Tolerance (at 25°C) 
±5×10-6, ±10×10-6 

±15×10-6, ±20×10-6 

Q Factor 
70,000 Typ. 
40,000 Min 

80,000 Typ. 
50,000 Min 

Two Dimensional Temperature Constant -0.04×10-6 /°C2 
Storage Temperature Range       TSTG -55°C~+125°C 
Shunt Capacitance               C0 1.1pF Typ. 1.3pF Typ. 
Load Capacitance                CL 6.0pF~12.5pF 
Insulation Resistance             IR >500MΩ DC/100V±10V 
Drive Level                      DL 1.0±0.2µW 
Aging                           Fa ±3×10-6~±5×10-6/year 

Outline Drawing (mm)                            Load Capacitance Characteristic 
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CN ELECTRONICS Tel: 86-535-6373500 Fax: 86-535-6380400 Web: www.cnelectronic.com
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